Classification: Public

1/2

Wind turbine Blade

\/8 O model

manufacturer Vestas

I_INTRODUCTION
Purpose/Scope

Viaterial
2assport

This Material Passport document provides information to
support end-of-life treatment of wind turbine blades. The
Material Passport is intended for use by those who are
active in disposal of end-of-life blades.

In addition to the information given in this Material
Passport, please note that the blades contain detailed

|I_BLADE DIMENSIONS
General data

Blade Mass 6281 kg
Blade Length 38995 mm
Root Diameter (BCD) 1800 mm
Max Chord 3520 mm

Max Laminate Thickness

<100 mm (root section)

Vestas.

confidential information that is sensitive to the
manufacturer and which you will get insight into in
connection with the decommissioning of the blades.

We kindly request you do not disclose any information not
already stated in this Material Passport to any third party
unless such third party has a need to know the information
in connection with the decommissioning of the blades.

VESTAS PROPRIETARY NOTICE: This document contains valuable confidential information of Vestas Wind Systems A/S. It is protected by copyright law as an unpublished
work. Vestas reserves all patent, copyright, trade secret, and other proprietary rights to it. The information in this document may not be used, reproduced, or disclosed except
if and to the extent rights are expressly granted by Vestas in writing and subject to applicable conditions. Vestas disclaims all warranties except as expressly granted by
written agreement and is not responsible for unauthorized uses, for which it may pursue legal remedies against responsible parties
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IIl_BLADE DESIGN
Components

Shell Beam
J sparcap + web
—_— |
S
A_Blade g'
Glueline Lighting
Web Sparcap protection system
Shell
Glueline — Glueline
Glueline Sparcap Web Shell
B_section
IV_BLADE MATERIALS
Material Blade part refer to diagram Mass %
Glass fiber Blade shells, beam, root section 62
Epoxy resin Blade shells, beam, root section 25
PVC or PE foam Blade shells, web 5
Metal Root section, lightning protection system 4
Paint/gelcoat Outer surfaces 2
Adhesive Leading edge, trailing edge, attachment to beam 2

VESTAS PROPRIETARY NOTICE: This document contains valuable confidential information of Vestas Wind Systems A/S. It is protected by copyright law as an unpublished
work. Vestas reserves all patent, copyright, trade secret, and other proprietary rights to it. The information in this document may not be used, reproduced, or disclosed except
if and to the extent rights are expressly granted by Vestas in writing and subject to applicable conditions. Vestas disclaims all warranties except as expressly granted by
written agreement and is not responsible for unauthorized uses, for which it may pursue legal remedies against responsible parties.
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